
NOTES:

D.I. CLASS 52-PIPE

FINISH GRADE

PAINT-GALV.

STAND PIPE

FIRE DEPT. RED

CONCRETE

THRUST BLOCK

36" TO 42"

3' MIN.

TO SPRINKLER

RISER ROOM

VALVE W/SADDLE (3)

3/4" BRASS BALL DRIP

GALV. SPOOL-TO LENGTH

FLANGE X THREAD

90° BEND (FLXMJ)

W/ MEGA LUG ADAPTER (1 EA.)

1. INSTALLATION OF GUARD POSTS AS REQUIRED BY FIRE DEPARTMENT.

2. AT BALL DRIP VALVE-INSTALL 1/2 C.Y. 3/4" WASHED ROCK WRAPPED IN FILTER FABRIC.

SEE STD 5-5

SIDE VIEW

STORZ FITTING

WITH GASKETTED FACE TYPE,

30° ELBOW, 4" STORZ X 4"NPT

FEMALE RIGID INLET

CONNECTION

3 INCH HIGH WHITE

ADDRESS LETTERS

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
 I:\Standard_Plans

AutoCAD SHX Text
DEPARTMENT

AutoCAD SHX Text
DRAWING NUMBER

AutoCAD SHX Text
REVISION DATE

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
08/19

AutoCAD SHX Text
PW

AutoCAD SHX Text
NONE

AutoCAD SHX Text
STD5-20

AutoCAD SHX Text
FIRE DEPARTMENT CONNECTION


	Sheets and Views
	Layout1


